
 
 
 
 
 
 
 
 
 
 

Easy, efficient and fast solution : freeze protection of your 
fire hose cabinet heaters 

 

 
 
 
 
 
 

 Washable and watertight (IP54), can be used outside 
 

 Homogeneous temperature (spreading effect of the aluminium foil) 
 

 Limited heat waste (fully insulated) 
 

 Fast setting with Velcro ® strip 
 

 2 m length main supply cable (other lengths, please consult us) 

 
 Voltage : 230 V 

 
 Electrical safety with earth lead 

 
 Output : 400 W/m² 

 
 Internal freeze protection thermostat & thermal 

protector 
 

 We recommend that you use a red protective cover with its “RIA” logo (not included)   
 

 According to the NF S62-201 AFNOR standard (September 2005) : § 5.6 and the R5 
installation rule of APSAD/CNPP (March 2008) : § 2.3.7, « the global installation must 
be protected against frost (sources, inside & outside building pipes and fire hose 
cabinet heaters) ». 

FFiirree  hhoossee  ccaabbiinneett  hheeaatteerrss  ««  RR..II..AA..  »»  
ddeessiiggnneedd  ttoo  ffrreeeezzee  pprrootteeccttiioonn 
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Heating cable 

Insulation 

Aluminium foil  


